PREFABRICATED STEEL REINFORCED
BLOCKING PAD. SSEE DWG. NO.

0201-0601-SD12

BURLAP SACK OF CONCRETE PRE-MIX,
FORCED INTO PLACE, SOAKED AND LET
DRY MINIMUM OF 36 HOURS.

e

WATER LINE

FINISHED GRADE PIPE SIZE

2" — USE 1 SACK (MIN.)
4" — USE 2 SACKS (MIN.)
6” — USE 2 SACKS AND BLOCKING PAD
(MIN.)
— BURLAP SACK OF CONCRETE PRE—MIX, 90 POUNDS,
(MIN.) FORCED INTO PLACE, SOAKED AND LET DRY MINIMUM
OF 36 HOURS.
ELEVATION

(FOR 2", 4", AND 6" DIA. PIPE ONLY)

NOTE:

FOR BLOCKING OF PIPE SIZES 8" AND
LARGER, SEE DWG. NO. 0201-0601-SD6

REVISIONS MISSOURI AMERICéN/”YVATER STANDARD
THRUST BLOCK AT HORIZONTAL BENDS

6” OR LESS DETAIL

MISSOURI AMERICAN WATER
ST. LOUIS, MO. 63141

MISSOURI AMERICAN WATER ENGINEERING

727 CRAIG ROAD

ST. LOUIS, MO. 63141
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