TEST STATION \

0.01 OHM SHUNT OR NO. 12 AWG/TW
INSULATED COPPER CABLE

(THIS CONNECTS BONDED JOINTS

TO ANODE BAGS)

\

NO. 12 AWG/TW ——
INSULATED COPPER
CABLE (WHITE) TO MAIN

\ HANDLEY INDUSTRIES, INC.

4" CATHODIC TEST

STATIONS (T—45) WITH

SE/B SCREW TERMINALS
ITH LOCKING LID.

UNBONDED SIDE
OF INSULATED COUPLING

—~l

NO. 12 AWG/TW ]

INSULATED COPPER
CABLE (BLUE) TO MAIN

BONDED SIDE
OF INSULATED COUPLING

MEASURE OHM RESISTANCE AND RECORD BELOW

SUBMIT WITH AS—BUILT DRAWINGS

NOTE: THE "SHUNT” WIRE WILL NEED TO BE TEMPORARILY RELOCATED
IN ONE OR BOTH TEST STATIONS TO OBTAIN SOME OF THE READINGS.

DATE: XX—XX—=XX  (OHMS) RESISTANCE

(AMPS) CURRENT

\ANODE BAG LEAD

CONTINUITY TEST (YELLOW)
AND TRACER WIRE. RUN FROM
TEST STATION TO NEXT TEST
STATION. USED TO VERIFY IF AN
BONDED JOINTS ARE NO LONGER
BONDED.

(BLACK) WIRE TO MG
ANODE ' BAG

(VOLTS) VOLTAGE

WHITE TO BLUE
BLUE TO BLACK
YELLOW TO BLUE
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