BINDING WIRE 1" x 2" STAKE (MUST NOT EXTEND ABOVE STRAW BALE)

OR TWINE STAKED AND ENTRENCHED 50 LB (APPROX.)
FILTERED e ‘ STRAW BALE
RUNOFF \3( \| r COMPACTED SOIL TO PREVENT PIPING

SEDIMENT LADEN RUNOFF

)

IR
e N

6" MIN:

PROPERLY INSTALLED STRAW
BALE
(CROSS—SECTION)

2. PLACE AND STAKE STRAW ANGLE FIRST STAKE
TOWARD PREVIOUSLY

LAID BALE

WEDGE LOOSE STRAW
" BETWEEN BALES

1. EXCAVATE THE TRENCH MIN.
4" DEEP.

BALES MUST BE TIGHTLY
ABUTTING WITH NO GAPS

NOTES:

1. SEDIMENT MUST BE
REMOVED DAILY.

2. ANY SECTION, WHICH HAS
BEEN UNDERMINED OR
TOPPED, MUST BE
IMMEDIATELY REPLACED.

3. ENDS OF STRAW BALES
MUST BE INSTALLED TO
PROHIBIT RUNOFF FROM
BEING ALLOWED TO FLOW
AROUND ENDS.

3. gg%ﬁ(lslf /mg END BALES WHEN
T T NECESSARY TO PREVENT
. FLOW AROUND ENDS

REVISIONS MISSOURI AMERICAN WATER STANDARD
CIVIL

TEMPORARY STRAW BALE
SEDIMENT BARRIER DETAILS

MISSOURI AMERICAN WATER
ST. LOUIS, MO. 63141
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