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INSULATED FLANGE CONNECTION DETAIL
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METER VAULT WALL
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1/8" FULL FACE NEOPRENE GASKET
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PLASTIC INSULATING SLEEVE & INSULATING WASHER. USE MALONEY, CALPICO INSULATION  KIT, OR PRE-APPROVED EQUAL.  (SEE DRAWING 0201-0601-SD22 FOR INSULATING KIT PARTS LIST) 
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DIAMETER OF THREADED ROD SHALL BE 5/8" FOR 3" - 8"  DIAMETER PIPE AND 3/4"  FOR 10" - 14" DIAMETER PIPE (CONSULT ENGINEER FOR LARGER PIPE SIZES)
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INSULATING WASHERS
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THREADED ROD INCLUDING THREADED ROD ACCESSORIES WASHERS AND NUTS SHALL BE COATED WITH  FLUOROPOLYMER PTFE COATING XYLAN OR FLUOROKOTE #1
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PTFE FLUOROPOLYMER COATING REQUIRED
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SOCKET CLAMP ACCESSORY BOLTS, NUTS, AND WASHERS SHALL BE ASTM A307 STEEL WITH PTFE FLUOROPOLYMER COATING.
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ASTM A307 GRADE "B" BOLTS AND NUTS (SPECIAL LENGTH AND DIAMETER BOLTS REQUIRED FOR INSULATING KIT).

AutoCAD SHX Text
THREADED ROD SHALL BE ASTM F1554 GRADE 55 OR GRADE 105 STEEL OR APPROVED EQUAL. 2 RODS FOR 3"-8" DIAMETER PIPE. 4 RODS FOR 10"-14" DIAMETER PIPE. (CONSULT ENGINEER FOR LARGER PIPE SIZES)
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2 FLANGE LUGS SHALL BE ASTM A36  TRUMBULL PART NUMBER 364-4104  THRU 364-4114 WITH SPECIAL ORDER  FLUOROPOLYMER PTFE XYLAN COATING OR PRE-APPROVED EQUAL  (4 FLANGE LUGS ARE REQUIRED  ON 10"-14" DIAMETER PIPE. CONSULT ENGINEER FOR LARGER PIPE SIZES.)
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SOCKET CLAMP SHALL BE ASTM A36  STEEL TRUMBLE PART NUMBER 364-3401  THRU 364-3432 WITH SPECIAL ORDER  FLUOROPOLYMER PTFE XYLAN COATING  OR PRE-APPROVED EQUAL.  (2 SOCKET CLAMPS STACKED  TOGETHER WITH 4 RODS ARE REQUIRED  FOR 10" -14" DIAMETER PIPE. CONSULT  ENGINEER FOR LARGER PIPE SIZES) 
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#585 0R #599 WASHER SHALL BE  ASTM A536 DUCTILE IRON TRUMBULL  PART NUMBER 364-9000 WITH SPECIAL  ORDER FLUOROPOLYMER PTFE XYLAN  COATING OR PRE-APPROVED EQUAL  (2 WASHERS PER CLAMP)
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INSIDE VAULT
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OUTSIDE VAULT
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NOTES: 1) ALL EXTERIOR BOLTS, COLLARS & RODS ARE TO BE COMPLETELY COVERED USING FIELD APPLICATION OF SPRAY ON    BITUMASTIC MATERIAL EQUAL TO 3M AUTOMOTIVE UNDERCOATING.  2) ALL PARTS AND PIPELINE ON THE OUTSIDE OF THE VAULT SHALL BE ENCASED WITH 12 MIL POLYETHYLENE     TUBE MEETING REQUIREMENTS OF AWWA C105. 3) ALL FLUOROPOLYMER PTFE COATINGS SHALL BE BAKED ON OR THERMALLY SET BY THE COATING MANUFACTURE. 
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CAD /DISTRIB/DETAILS/METERBOX/METERBOX_20200821.DWG
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PRINT AND READ DISCLAIMER WITH ALL MAWC DRAWINGS
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